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GENERAL NOTES

All Standard Specifications shall comply with latest Caltrans Specification.

2. Traffic loop shall be round loops with hot melt sealant per Caltrans Speéificotions.
3. Optician Pre—emption is required for any new or replaced mast arms, in all 4 directions.
4, LED’s are required for all new and replaced Traffic Signal heads and Pedestrian Sigﬁol heads.
LED’s to be made by Dial Light.
5. Use signal cable for any new or replacement of traffic signal wiring (no use of single conductor wiring).
6. Use clamshell for pedestrian head mountings.
7. Use ADA push buttons for pedestrian crossings; Polara’s Bulldog Ped Push Button or equivalent.
8. Use 332 traffic cabinets unless approved by City Supervising Transportation Engineer.
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NOTES:

1.

Traffic signal type and installation

shall be as shown on plans and shall
comply with the Standard Plans and
Specifications of the State of California

Department of Transportation for a

Type 1—A standard.

Traffic Controller Service Installation
shall be per Std. Det. 4—003.0

Pole mounted meter service may be

installed with engineer’s approval.

The ground rod shall be 3/4”
to a depth of 6 (feet).

For information on decorative poles,

contact the Architectural Board of Review

and City Engineer.

Handhole and cover shall be on sidewalk

side of pole.
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